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INTRODUCTION

Welcome to Collins Creek Landing of Prince Creek. As a property owner, you have become part of the
Collins Creek Landing Owners Association (the Association or POA). One of the most important
responsibilities of the Association is to preserve the surrounding environment of the community and to
protect property values. These lands have been blessed with natural beauty and bountiful resources.
Through thoughtful stewardship and basic respect, these features will remain largely intact and
undisturbed. As such, it is imperative that the homes and home sites must not detract from or conflict
with the natural and historical character that has survived for hundreds of years.

The following guidelines have been developed to aid homeowners, architects, builders, and landscape
architects in understanding what Collins Creek Landing is to be, and how to accomplish the goals of the
development as a whole. By encouraging quality, respect for the land and attention to detail, the serenity
and beauty can be preserved and property values can be protected and enhanced.

These guidelines are intended to ensure those ideals by providing parameters in deciding what your home
and grounds will look like and how they will relate to each other, your neighbors, and the community as
a whole. They offer a variety of opportunities for self-expression and individual responses to lifestyle
while maintaining the context of Collins Creek Landing. Design styles, materials, and construction
techniques which have been determined to be incompatible with the overall aesthetic goals for the
community will not be accepted, and are so noted in this manual.

These guidelines are meant to be used in concert with the codes, covenants, and restrictions that are noted
on plats, deeds, and the Declaration of Covenants and Restrictions for Collins Creek Landing. This
manual may not contain all building uses, building materials, setbacks, easements, deed restrictions, etc.
which may apply to each individual lot and, therefore, each homeowner and builder should familiarize
themselves with such provisions.

The inclusion of any recommendations in this manual shall not preclude the Architectural Review
Board's or the developers' right to disapprove any proposed matter for any reason, even if previously
allowed in the community.

GENERAL OVERVIEW

Until such time as an Architectural Design Review Board (DRB) is appointed, the Declarant (Prince Creek
South, LLC) and its consulting team will serve as the DRB. As Collins Creek Landing matures and
changes, additions to these guidelines may be anticipated to address planning and design issues that arise
as the community builds out. In most cases, the Collins Creek Landing property manager can assist
property owners and designers/builders on the review and construction process by calling Waccamaw
Management Co. at 843-237-9551 and requesting information.
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ARCHITECTURAL THEME

Collins Creek Landing is a planned unit development, whose form and function are crafted responses to
the environmental and cultural heritage of the land itself. This land has been treasured since its earliest
inhabitants for its abundant wildlife, its relationship to the marshes, wetlands, river and ocean and its
serene and peaceful forests.

It is not the intent to limit the individual homeowner's choice of architectural style, but more to create a
community of compatible dwellings, appropriate to the context of the site. Through the faithful adoption
and enforcement of these guidelines, Collins Creek Landing will be assured of the preservation of the
traditions and values that make this land so cherished.

HOMESITE DEVELOPMENT

The developers of Collins Creek Landing believe that it is most appropriate for the homes built here to be
reflective of the context and setting of the land. As a result, all residences must be of a style and character
that recall the elegance and grace of Low Country, Plantation, Plantation Revival, Greek Revival,
Georgian and Colonial architecture. Such building styles will be considered as appropriate when properly
site adapted for the Collins Creek Landing setting. The above statements obviously rule out popular
modern styles related to ranch, contemporary or Mediterranean styles. Material colors should reflect the
Colonial period and be complemented by the Landscape Plan.

ARCHITECTURE
SIZE

The homes of Collins Creek Landing should reflect the quality represented by their prominent location on
Collins Creek. The Protective Covenants for Collins Creek Landing call for a minimum heated and
finished living space of 2,250 square feet, except that homes specifically designated as having water access
have a minimum heated square footage of 2,750 square feet. No home may exceed 6,000 square feet on
a single home site and all large homes will be reviewed in the context of adjacent properties. This footage
is exclusive of garages, terraces, decks, open porches and roof overhangs. In the event a dwelling unit
consists of more than one story of heated and finished living space, such dwelling unit shall have a
minimum of 1,750 square feet of heated and finished living space on the first floor.

FINISHED FLOOR ELEVATIONS AND CEILING HEIGHTS

Each residence submitted for review shall be analyzed according to site topography and adjacent
structures. Due to its architectural appropriateness, all foundations must be at least 5 blocks high and a
minimum of 36 inches from finished grade to the finished floor.

Depending on the height of the front door threshold, this typically places the interior finished floor at 36
inches. It is the responsibility of the property owner and homebuilder to adjust for local codes requiring
positive drainage away from the home.

A foundation deposit is required which will be refunded upon receipt of a foundation survey completed
by a licensed surveyor showing that minimum finished floor elevation requirement has been met. (See
Exhibit 1) Foundations must be “finished”, e.g., brick, tabby, stucco, or parged cement over CMU’s which
must be colored in keeping with the overall house color pallet. All homes should have a “water table”
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expressed as a transition of materials or construction detail such as a soldier course, band board, drip ledge
or similar detail. No stone facades on the foundation or walls of homes will be allowed.

The DRB requires that the floor to ceiling height for the first floor be a minimum of 9'-0" and for the
second floor be a minimum of 8'-0".

The height of the building must comply with the Georgetown or Horry County zoning requirements as
dictated by Georgetown or Horry County and Murrells Inlet Fire District.

ROOFS

Roof appearance is of great importance in Collins Creek Landing. The pitch of the main structure should
not be less than 8 feet in 12 feet. Pitches for porches, breezeways, and other secondary structures may be
less. Roof structures such as hips, gambrel, gable roofs, and the use of dormers are encouraged. Flat roofs
(pitch less than 1/12) are only acceptable when used to create an appropriate traditional character.

Roof materials in Collins Creek Landing are restricted to slate or weathered wood look, selected
fiberglass shingles, cedar shakes or standing-seam metal roofing. Fiberglass shingles shall be
Timberline, as manufactured by GAF or of equal quality with a 25-30 year warranty and dimensional in
appearance. All roof and chimney flashing are suggested to be copper. Low-pitched roof areas (pitch
not less than 3/12) must be painted metal or copper.

No mansard roofs will be allowed. Contemporary or other non-traditional Low Country roof styles will
not be allowed. Historic roof elements such as cupolas, chimneys, % round vents and dormers shall be
introduced.

All roof penetrations, such as gas flues, exhaust vents; plumbing vents, skylights, solar panels, solar tubes,
etc. should be located on the rear roof slopes so that they are not readily visible from the street and when
possible, must be painted a color that is compatible with the roof color. Any penetrations, which are
visible from the street, must be approved by the DRB in writing prior to installation.

SOLAR PANELS

1. Location: A roof-mounted solar device shall be installed so as to minimize its exposure when
viewed from the front of the residence. The preferred location of the device shall be on the back
roof of the residence and below the peak of the roof. In no case will an installation on the front of
the home or a pole-mounted be considered. Additional landscaping will be required if visible to
adjacent views from the street.

2. Any and all roof-mounted fixtures, features, equipment, and solar energy systems defined above
not located on the roof shall be maintained in accordance with the setbacks as required for the
subject property and concealed from the neighboring view subject to review and approval by the
DRB. Where appropriate or possible, a fence or wall of sufficient height may be used to aid in
screening the solar energy system from view upon a determination by the DRB.

3. Any and all roof-mounted fixtures, features, equipment, and systems defined above located on a
roof shall be within the wall line of the structure. However, the DRB may require additional
distance between the solar energy system and roof edge if the roof overhang is minimal. All solar
devices shall be low profile, non-rack mounted panels, consistently following the roofline,
secured so that they do not jeopardize the safety of residents or cause damage to adjacent
properties, conform to local wind load requirements, and must comply with all applicable
building codes and other governmental regulations.
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4. All roof mounted solar energy systems and related construction shall be an integral part of the
roof and have the appearance that they are "roof windows" serving the structure and should
maintain the aesthetic nature of the existing structure. Solar energy systems shall be mounted
flush with the roofing material and in the same plane of the roof on which the solar energy
system is mounted. In keeping with community aesthetics, the color of the device and exposed
pipes, panels, and other apparatus must be approved by the DRB. The device framing system
will be dark in color, i.e. bronze. No white or aluminum frames will be approved. The device
panels will have a dark back sheet and anti-glare glass. Wiring must be installed through the roof
and routed inside the house or routed to the soffit nearest the home's electrical meter panel. All
panel connectors; plumbing, electrical, and utility lines for the solar energy system shall be
concealed from view. Connections to the inverter from the soffit will be encased in PVC and be
installed through exposed soffits, not around or following the contour of the soffit. Exposed
conduit (PVC) will be painted to match the adjacent roof and siding color. In no case will wiring
be exposed. Inverters and disconnects will be installed as close to the electrical meter panel as
possible.

5. The DRB may ask for alternative combinations in smaller groupings when large areas of grouped
solar panels or the solar energy systems are found not to be aesthetically satisfactory.

6. Panel material for solar energy systems should be dark in color and/or be consistent with the
existing character of the structure. A cover plate or the glazing for solar energy systems should
be either transparent or consistent with the character of the structure.

7. All roofing materials, including portions underneath and/or abutting solar energy systems, shall
be of materials compliant with within the CC&R's and at the final determination and
confirmation by the DRB.

8. DRB may require alteration or substitution of the solar energy system based on CC&R
requirements as well as any other state and Federal regulations.

9. Additional landscaping and vegetative buffer may be required.

Application Requirements:

1. A sample of the proposed solar energy systems and manufacturer's product literature shall be
submitted with the application to the satisfaction of the DRB.

2. Professionally drawn construction drawings shall be provided with the initial application.
Drawings shall be to scale and should clearly show all elevations, assembly, the attachment to
the roof structure, and proposed location on the lot or building. Details that apply to the specific
installation (plumbing, panels, attachments, etc.) shall also be provided.

3. Calculations shall be provided with the initial application verifying the number and/or area of
panels required for the proposed solar energy system.

4. Photographs shall be submitted showing the location of the proposed solar energy systems and
their visibility from neighboring structures and street(s).

CHIMNEYS

Chimneys are an important part of the architectural statement of the Traditional theme. Their location and
massing should be in keeping with that theme. Chimney finishes are restricted to brick, stucco, stucco
board or smooth panel fiber cement board. No lap siding shall be permitted on chimneys. If approved
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material other than brick is to be used for chimney, it is to be painted one color only. Interesting but
appropriate chimney caps are required for all chimneys. No large diameter metal flues are permitted unless
encased in materials as stated above. A chimney or a cupola is required to be added onto the roof-scape
of all homes for historical reference.

FACADE TREATMENTS

The Collins Creek Landing community can best be envisioned as having a strong Georgian/Low
Country/Coastal influence. The design is to be unique to the community. While variety in facade
treatments is encouraged, a strong emphasis should be placed on following traditional tastes in building
massing and detailing. While the use of covered porches and entrances is encouraged, their use should
enhance this appearance. Symmetry is encouraged. All facades should illustrate a clean, well thought out
appearance. Primary exterior wall finishes shall be brick, stucco-covered masonry, beaded edge clapboard
or smooth siding. In order to minimize the destruction of site vegetation, as well as to enhance the overall
building impact, two or one and one half story homes are encouraged. All electrical meter bases and other
similar devices attached to the exterior of a building shall be painted to match the siding or trim. Detailing
must be consistent on all elevations and structures.

MATERIALS

Materials selected for homes in Collins Creek Landing should be sensitive to the architectural theme. The
dimensions and detailing should be appropriate to style. Siding materials should be of horizontal wood
siding, brick and/or quality cement/fiber boards with limited use of stucco or simulated stucco. No vinyl
or aluminum products will be allowed on any siding, trim, soffits, fascia or frieze. However, aluminum
gutters are permitted.

HOUSE IDENTIFICATION

Every home will have a number identification so that emergency vehicles can readily identify the location
of every home in Collins Creek Landing. The location and size of numbers will be uniform and at the
discretion of the DRB. The Declarant has designed a standard mailbox and post for placement at the street
in accordance with U.S. Postal Service requirements. All mailboxes for those homeowners who desire
home delivery or identification will be the same. The required mailbox unit may be currently purchased
for current market price. Waccamaw Management, LLC, the property manager for these neighborhoods,
should be contacted before a mailbox is needed so that the standard unit may be ordered.

DOORS

Exterior doors should be appropriate to the Georgian/Coastal or Low Country theme. Included in this
may be six-panel doors with sidelights, French doors with integral mutin bars, or paneled garage doors.
All doors, including sliders, shall be wood or clad wood and have integral mutins. Exterior sliding doors
are only permitted on rear elevations that are not visible from the street. Sliding doors on the rear of
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homes may be vinyl if approved by the DRB. Stained, etched or leaded glass is permitted in doors or
sidelights; however, it must be pre-approved by the DRB. Storm and screen doors are not permitted unless
they are of the appearance of a typical exterior door (such as a six-panel door with glass in the panels
instead of wood) or they are fully louvered wood doors.

In all cases, storm and screen doors of this type must be pre-approved by the DRB. Submittals of door
cut sheets are required for all selected doors. Fiberglass entry doors will require sample submittal prior
to approval.

Garage Doors are required to be Carriage style doors with proper hardware, pulls, and hinges. Garage
service doors may be steel but should be painted one color. NO SCREENING is permitted.

WINDOWS and SHUTTERS

Only the use of the highest quality wood, vinyl or vinyl clad windows will be permitted. All windows
shall be double hung with a full screen and window screens shall be grey in color. Window units should
be designed to be installed flush with the exterior siding. The use of integrally true, simulated divided
light, or GBG windows are required. The use of “snap-in” wood grilles is not encouraged. Window
proportions and the grille or light pattern for the windows shall be appropriate for Georgian/Low Country
or Coastal style design. Storm windows will not be permitted. A minimum of 6 trim shall be used around
windows and doors, with a header detail of at least 6” trim with a cap or crown.

Shutters are encouraged and may be required. Security or storm (including hurricane) shutters or other
methods of securing the window and door units must be concealed as part of the home design. Exterior
brick molding trim detailing is required in brick and masonry detailed homes. Large and expansive walls
should be broken up with windows or closed shutter details. Shutters should have shutter dogs included
in the design that are placed in an historically appropriate manner.

PORCHES

Front porches are required. Handrails and pickets are required on steps and between columns. Columns
(round or square) are required to be 10” inch diameter minimum. NO SCREENING of front porches or
garages is considered appropriate.

PILINGS

Pilings used for waterfront home sites (or elevated homes) shall be boxed out and finished with siding (or
masonry) to be compatible with the exterior of the house. The underside of the structure shall be screened
from view with wooden or masonry custom lattice, louvers or other design as approved by the DRB.

CORNICES AND EXTERIOR TRIM

The use of traditional crown and dentil molding and detailing at cornices, as well as authentic detailing
around window and door openings, and at exterior porch railings and decks, will be an important part of
an overall appearance of quality appropriate to Collins Creek Landing and is required. Such detailing
must be consistent on all elevations.
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COLOR

All exterior colors shall reflect traditional Low Country, Coastal and/or Georgian tastes. Whites, grays,
and historic palette colors are recommended for exterior siding with white trim and dark colors for
shutters, blinds, and entrance doors. Samples of the exterior colors are required to be submitted on an
actual sample of purposed siding. Overhang and trim colors are to be white or beige in color. Unique
colors will be required to submit a 2’ x 2’ ft. sample color at the time of application. Submit colors of
adjacent homes with your new construction application. The DRB strives to separate same or like colors
to keep the streetscape vibrant and unique. In general, colors should be unique to a grid of 3 lots apart as
shown in the illustration below.

Colors to be unique to a 3 lot radius

REAR PORCH ENCLOSURES

A. Traditional Windows - such as double hung windows between columns are preferred

B. Vinyl Porch Enclosures — Will be considered on a case by case basis depending on location
Window vinyl must be clear

Framing must be white

Submit door option

Screens are to be on the outside

Grids will be reviewed on a case-by-case basis and are required to be compatible with the
residence windows.

Submit color of the screens (white screens are not permitted)

7. Vinyl glazing should be a minimum of 10 Millimeters.

8. If fading or yellowing of vinyl occurs replacement will be required.

AR

o

OTHER CONSIDERATIONS
FLAGS AND FREE STANDING FLAGPOLES

The installation of a freestanding flagpole is discouraged. Properties with an area large enough that the
flag can be 10 feet away from either side elevation or rear elevation, and 25 feet away from any property
line and not infringe upon the adjoining property owner's quality of life, view or quiet enjoyment may
be permitted, provided the property owner abides by the requirements for such display provided in the
U.S. Flag Code, as prescribed by the Federal and South Carolina Laws pertaining to the display of U.S.
Flags in private, restrictive communities. No pole is to be placed in front of the front elevation of the
structure unless approved by the DRB. The flag should not be the architectural focal point or detract
from the structure's architectural presentation as set forth in the DRB Guidelines. The flagpole
presentation is to mesh with landscaping and environs of the Lot. As with any other aspect of the Lot
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and structure, it must be aesthetically pleasing, and not be distracting. Flags will be limited to 3' X 5' in
size, and flagpoles limited to 20" feet. No flag shall be flown higher than the U.S. Flag. If the U.S. Flag
is flown after dark, then it must be illuminated, with such illumination not infringing on the neighbor's
quality of life or quiet enjoyment. If the flag makes a notable fluttering sound in the wind at night and
disturbs the neighbors, then it must be taken down at dusk.

OUTBUILDINGS - Will be considered on a case by case basis depending on the orientation

Structures should be constructed of materials to match the main house and are not permitted in setbacks.
They may be a maximum height 14° feet high. A landscape buffer is required to screen view from
neighboring lots and must not be viewable from any street. Playhouses shall be reviewed on a case-by-
case basis. Basketball goals are required to be standard clear backboard with no graphics. Goals are
required not to face the street. A portable basketball goal is an approved option, provided they are stored
in an inconspicuous location.

Guesthouse and garage structures shall be attached to the main house via an arbor, trellis or other structural
connection. Guesthouses shall be for the sole use of the homeowner. Rental of the guesthouse is
prohibited except as part of the main dwelling when the main dwelling is used as a full-time rental. All
outbuildings must be constructed within the building envelope and must match the main house.

Storage of bicycles, golf carts, boats, RV’s etc. should occur in an enclosed area.

UTILITIES

Sanitary Sewer and Water: All residences within Collins Creek Landing are served by underground water
and sewer systems controlled by Georgetown County Water and Sewer Authority. All single-family
residences are required to tap into these systems at taps provided in each lot. Homeowners should be
aware that due to the water table and potential tap locations, well points might be required in order to
complete the tap onto one or both systems. Tank less water heaters are required to be fully recessed with
NO exposed pipes.

Wells: Wells are not allowed, except for irrigation purposes. Their locations must be out of view from
the street and adjacent to an outbuilding or the main house so as to appear to be part of the structure. All
wells must be covered with an appropriate structure with materials to reflect the adjacent structure's
building materials. Filter systems will be required to eliminate the color often occurring naturally in the
water.

Heating: Electric heat pumps for heating and air conditioning are commonly used in this climate. Units
should be located in inconspicuous places on the backside of the house and are required to be screened
with a minimum four feet high wall or screen of material similar to the house facades or landscape
elements.

Electric, Telephone, Television Cable: All of these utilities are served underground to the individual lots
and shall be taken to the house by the homeowner, as required underground. Meter boxes shall be located
in inconspicuous areas on the house and covered as allowed by building code. TV antennas of any type,
satellite dishes (except for 18" dishes), and other electronic hardware or receiving units will not be
permitted. Location of an 18" dish shall be approved by the DRB, and shall be screened with landscaping.
If placed on roof, location of 18 dish should not be visible from the street.

Alarm Systems: Both fire and security systems are recommended for all property owners.
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THE PLANS

The two most critical drawings that make up the Collins Creek Landing Home Plan Package (The Plans)
are the Site Plan and the Elevations. The Site Plan and the Survey must show the owner’s name and lot
number. The plans must also be accompanied by a completed Initial Application with appropriate fees.
Escrow payments must accompany the application for final review. The plans should contain the name
of the property owner and the Collins Creek Landing phase and lot number.

SITE PLANNING

Great care has been taken in the planning of Collins Creek Landing to ensure the preservation of
vegetation, soft topography, wildlife habitat, cultural resources and the delicate system of natural drainage
structures, swamps, and wetlands.

All improvements that have been made were thoughtfully planned to minimize alteration to the land and
impact on the ecosystems. This same approach must be followed by individual home sites as well. The
following specific criteria and guidelines are outlined to accomplish this end.

The integration of the building and site is necessary to achieve the standards of quality set forth by the
DRB and compliance with these guidelines will be checked in the design review process and during
construction.

All site improvements shall be designed and implemented in accordance with the Georgetown County
Tree Ordinance and other sections within these guidelines and the Declarations of Covenants and
Restrictions.

SITE PLAN

The Site Plan must be prepared by a licensed surveyor or architect, and must include the following:
- Boundary Survey, including directional north arrows
- Setbacks
- Utilities
- Any and all easements or buffers of record
- All trees with a diameter of 6" inches or more must be notated and identified
- Home placement
- Driveway placement — Do Not Pour until final approval of landscape plan
- Must be to scale to no less than one inch equals 20 feet.
- Lots with unique topography (as determined by DRB) may be required to submit a topographical
plan.
- Proposed drainage of site after construction

In addition, the house should be shown on the site plan in relationship to major trees, topography, and
other homes to permit a spacious front yard. Houses should be placed in a manner that provides for
privacy for the owners and neighbors. The DRB will look for reasonable preservation of existing trees
and vegetation to include pine trees, (Homeowners may be asked to adjust home on the site plan to
accomplish this). Tree barricades are required around all significant trees to be saved using 2x4 posts,
and 2x4 top rails.

Trees to be removed must be marked with blue ribbon and approved by DRB prior to
clearing. (*See Exhibit F for required items for site clearing inspection).
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Home sites adjacent to the lakes and parks should give thought to transition zones. Clear-cutting of
wetland buffers is expressly prohibited and may result in Natural Resource Agency fines and/or
restoration. The same caution applies to home sites adjacent to the tributary of Collins Creek and its
associated tidal wetland forest.

A 15-foot natural buffer must be maintained on the rear of each lot to assure privacy. Silt fence and a
barricade fence are required during construction. Some home sites provide a substantial change in
topography from street edge to the rear lot line. This is unusual for the Carolina Low Country and these
home sites deserve careful planning to use this topography to their advantage. Homes that may appear to
be one story from the street may be two stories on the rear. The designer should locate sewer lines at
elevations that allow gravity flow to the sewer tap. Steep topography means stormwater will gain speed
as it runs downhill and could cause erosion if control measures with vegetation, terracing, etc. are not
considered as part of the Site Plan. No home site may be cleared prior to the written approval of the DRB.

Setbacks for Collins Creek Landing are as follows:

Front Yard 25 feet
Side Yard 10 feet
Rear Yard 25 feet

(NOTE: Corner lots as shown on recorded subdivision plat)

Natural buffers of 15 feet will be required on the rear of all home sites. All natural buffers must be
maintained. Buffers shown on the subdivision plat must be maintained at the depth shown on the plat.
Setbacks are measured from the building’s overhang. Damage to any natural buffer will require mitigation
of trees to be replaced, and landscaping to be replaced, and will be subject to fines (See fine schedule)

Refer to the survey prepared by a licensed land surveyor for the conveyance of actual setbacks.

e The DRB will require off-street parking for a minimum of two vehicles excluding the street
ROW. When considering the driveway side of the Site Plan, this should be reviewed to ensure
adequate depth. The front elevation should be offset from the front lot line by a minimum of
25 feet. The maximum width of the driveway is 12 feet with a flair of a maximum of 20 feet
at the street.

LANDSCAPE PLAN

The Landscape plan must be prepared by a Landscape Professional or Landscape Architect. The
Landscape plan serves to relate the home to its home site and to the neighborhood. The importance of a
well-designed Landscape Plan cannot be overemphasized. This plan requires a trained eye to visualize
the appropriate blending of the house form to nature. Developing the plan for planting zones, the scale of
plantings, grassed areas, walks, driveways, texture, and color is a challenge for the design professional.
The Landscape Plan should clearly depict the zones for grass, plant beds, trees proposed for removal, trees
to be installed, natural areas where required, and any man-made features.

The Landscape Plan should provide a schedule of plants with their common names, scientific names, and
sizes. The Landscape Plan should depict the driveway and walks design and materials. Yard lighting
should be indicated and cut sheets of the fixtures included in the submission. Security lighting mounted
on the residence must blend with the structure. Shiny or reflective fixtures may not be mounted on soffits
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or similar highly visible locations. All fixtures as such shall be hooded to hide the bulbs. The Landscape
Plan must be provided when the house is dried in.

Grassed areas are required to be sodded and extend to the street pavement edge and waterline of the lake
edge. All plantings are required to be irrigated. Collins Creek Landing community lakes may not be used
for irrigation water. Pump houses for individual irrigation wells should be thoughtfully integrated into
the overall residence design. Lake edges may not be bulk-headed.

The landscape designer should be familiar with the Georgetown County Tree Ordinance.

Minimum permanent foundation plants should complement existing homes for maturity sizes. A mixture
of 7 gallon and 3-gallon plants of at least 24” inches at install will be required. This does not apply to
edge grasses or seasonal plants traditionally available in flats. Review the proposed landscape plant list
with your landscape professional for deer tolerance. A 10-foot tall Red Maple with a minimum of 3 inches
in diameter is required to be planted along the street by each lot owner. An evergreen vegetative buffer is
required along the vehicular court area to include plantings of a minimum of 5 plants of 7 gallons, being
a minimum of 36” inches high when installed.

HOUSE PLANS

The House Plans should be presented for review at a minimum scale of a ¥ inch equals one foot. The
plans should include the following drawings:

1. Survey/Tree Survey/Topo 7. Framing Plan

2. Site Plan/Drainage Plan 8. Roof Plan

3. Conceptual Landscape Plan 9. Electrical Plan (optional)

4, Foundation Plan 10. Mechanical Plan (optional)
5. All Elevations 11. Porches/Decks/Service Yard
6. Section thru Exterior Wall 12. Final Landscape Plan ***

***  May be submitted at dry-in phase. See information on basic requirements that follows this section.
The Wall Section should depict the soffit, 8 inch frieze and 6” inch fascia detail, the water table, finished
floor elevation, and final landscaped grade. The height of the home from finished grade to the roof
ridgeline as viewed from the street must be shown on the Front Elevation.

The Plans noted above will constitute the Initial Application when accompanied by a fully completed
application form, samples, and related fees/escrows. The DRB will not schedule a meeting if the
documentation is incomplete. A Title Sheet may be added. Perspective drawings are optional. CADD
drawings that do not accurately represent the details and dimensions will slow the review process. All
drawings submitted shall appear to be original prints.

LANDSCAPE DESIGN AND SITE IMPROVEMENTS

LANDSCAPE AND DRIVEWAYS

Prior to the start of any clearing on the home site, DRB approval must be granted. Approval will be based
on a Boundary, Topographical, and Tree Survey showing all trees over six inches (at four feet from grade)
in diameter (including pine trees). If necessary to construct a residence on the home site, a cut and fill
plan may be required. Clearing (subject to the DRB's approval) shall be initially limited to the house
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foundation plus 10 feet and the driveway and utility corridor. Unauthorized cutting of trees will result in
fines and mitigation. DRB will review and may require trees within the 10 feet to remain.

The construction debris dumpster and job site toilet shall be located in the cleared driveway unless
otherwise agreed to as designated on the Site Plan.

Driveways should be adequate for the safe storage of at least two vehicles on the home site not including
the street ROW. It is important that driveways not dominate the front yard and take away from a focus
on the front door. When saving specimen trees or topographic conditions require drives in front of the
residence, the DRB will expect the impervious surface to be minimized and segmented with expansion
joints detailed with pavers. Drives of this type must provide space next to the home for substantial
foundation plantings of not less than 6 feet in width. Front loaded garages are not permitted. Lots that
are not adequate for sideloaded garages are reviewed by a case-by-case basis. A vegetative buffer will be
required to shield garages from neighbors or streets. Maintain a minimum of 3 feet adjacent to property
lines for buffering and drainage.

Parking pads shall be screened with a minimum of (5) evergreen shrubs at a minimum of 7 gallons being
at least 36” inches high at install, (A minimum of a 3’ foot buffer is required for landscaping and drainage.)
Driveways should be edged in a manner to form a pleasing visual transition from the hard surface of the
drive to the adjacent yard along property line. Driveways should be carefully planned for car storage,
safety, and minimizing impervious surface. When relatively large expanses of impervious materials are
required to achieve safe movements and the storage of at least two guest vehicles, the surface should be
broken with the use of contrasting materials that relate to the home. Screening of parking pads is
important. Thought should be given to edging every driveway and parking pad. This can be integrated
into the Landscape Plan and maybe brick or other contrasting material. The intent is not to dictate the
method of edging but to achieve a pleasing visual transition from the hard surface driveway to the adjacent
earth.

Driveways may not be dirt, stamped concrete, colored with imprinted patterns or logos, or faux material
patterns. Maximum driveway width is to be 15° at the property line. Side load driveways are required
unless approved by the DRB. Proper vegetation buffering is required at the vehicular drive area to the
garage doors from the adjacent lot and street views. Aprons are to be of the same material as the home.
Driveways must be shown on the Site Plan of the home. The approved driveway plan must be reflected
in the Landscaping Plan. The plan must show the service court wall area which must be screened with
plants from view from the street and neighboring lots. The service wall is required to match the house
materials.

Detailed Landscape Plans do not have to be submitted at the time the Construction Plans are submitted.
A schematic Landscape Plan may be submitted depicting concepts for the home site when the Construction
Plans are submitted. A detailed Landscape Plan may be deferred until the home is framed and dried in.
The Landscape Plan must be prepared by a Landscape Design Professional. The Landscape Plan must be
substantially installed prior to occupancy. DRB guidelines require a Red Maple, 10-foot tall and 3 inches
in diameter at breast height, to be planted along the street. Reflect locations on final Landscape Plan.
Mulch is to be natural pine straw or double hammered dark brown cypress. (No Stone or artificial colors).
Sod is required to the lake edge and the street. Driveways are not to be poured until landscape plan is
approved in writing by DRB and driveway inspection has been completed. Once landscape plan approval
is given, driveway should be staked or formed on site, and an inspection of driveway requested by
owner/contractor. DRB will inspect staked or formed driveway and once inspection is complete and
approved, written notice will be sent and driveway may be poured.
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LIGHTING

Floodlights are required to be hooded (bulbs not visible) and directed downward, at a maximum 14’ foot
height. Solar lights are not allowed unless approved by the DRB. Up lights must be approved by the DRB
and must be shielded.

FENCES AND WALLS

Fences can be useful design elements to screen utility areas or other objectionable site elements, create
privacy, and enhance outdoor spaces. Fences must harmonize in character and color with the house. Four
feet in height is the maximum height with five feet for piers, post, etc. The fence/wall should attempt to
define and create identifiable areas or spaces. Plantings should be utilized to soften the fence/wall from
the road. All fences should be located to the rear of the house and property. The style and design of the
walls and fences in the Low Country Plantation style are appropriate materials of brick, wrought
iron/aluminum, and wood pickets. Fences are to be finished, or painted. No plastic or vinyl permitted.
Details and drawings are to be included in the drawing submittals. Fences are recommended to be
placed on property lines and on a case by case basis, will be considered in other locations depending
on site constraints. Fences shall not impede drainage flow along property lines. No double fencing
permitted. No fences shall be placed in any easements.

Trash receptacles shall be enclosed in a fenced enclosed service area. Show details and locations on Site
Plans.

All exterior utilities including gas water heaters are to be located in a service court area and are to be
screened with plants and/or painted to match the house. The height of the HVAC wall is required to be
54" inches high.

POOLS

Pools will be reviewed on a case-by-case basis. Pool equipment enclosures will be required and disguised
such that no equipment is visible to the adjacent properties or street.  Review regulatory agency
requirements of the pool and fence design. Screened pool enclosures of tubular/screen design are not
permitted. However, a pool enclosure detailed to resemble a trellis or arbor will be considered. Submittal
and approval are required.

No overhead screen enclosures will be permitted unless historically detailed. Pools are required to be
landscaped from neighboring lots. Pool equipment is required to be behind a hardscaped wall with
plantings. Pool lighting is to be white or blue.

dinn

SIGNS
No job signs other than approved standard community signs are allowed. See the attached application.
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ADDITIONAL INFORMATION

The following is intended as helpful information based on questions and experience gained in
administering the Design Review Process.

Lakeside property owners may not bulkhead the lake edge unilaterally. The DRB will consider each
situation on its merits. The intent is for the property to gently transition into the lake. All lakeside parcels
are required to sod to the lake.

Only one construction sign may be placed on a homesite during construction and must be removed when
a Certificate of Occupancy is issued or after one year, whichever occurs first. The sign will be specified
by the DRB as to size, graphic style, and color. Permits will be displayed, as the code requires.

Swimming pool structures shall not encroach into the building setbacks. ALL POOLS must be screened
with a minimum of a four-foot high pierced wall or picket fence. Chain link fencing is not permitted.

Boats, campers or vehicles with psychedelic wraps or obnoxious writing on the vehicle must be stored in
a garage. All garage doors must have remote controls and generally remain closed when not in use.

The DRB will not review poorly drawn, drafted or printed plans.

Color chips and material samples must be true samples. When in doubt, the DRB reserves the right to
require the builder to construct a sample panel before granting approval for use.

The DRB may permit the home site to be bush hogged prior to surveying if the mowing will not damage
the site in the DRB's sole opinion. An Application to Mow is contained in this package.

The recent introduction on the market of a variety of storm shutters prompts the notice to applicants that
the DRB is not opposed to the concept. However, the wide variety of products and the methods of
installation require the designer to give significant thought as to how to conceal the hardware and systems.
In the Colonial period, sturdy operable window shutters (and in some cases, doors) served the same
purpose. The variety today ranges from films to Plexiglas panels, to steel tambour shutters. Advance
planning and thought should be given to these systems.

Care should be given in planning where essential exterior equipment is located and how it is screened.
This equipment usually includes the electric meter, HVAC compressor(s), trash receptacles, irrigation
well pump, and similar equipment. These items are preferred to be screened with hard structures such as
a wall or lattice as opposed to soft structures such as shrubbery.

Property owners should select a design professional experienced in preparing plans for a quality residential
structure and who has demonstrated familiarity with Coastal/Low Country architecture. The design
professional should contact the Planning & Building and the Zoning Departments of Georgetown or Horry
County to become acquainted with local governments’ requirements and ordinances.

Property owners are provided with the Declaration of Restrictive Covenants and all other applicable
protective Covenants at time of purchase or at closing. Additional copies may be purchased from the
Property Manager with extra sets of the DRB Guidelines.

Storm windows will not be permitted.
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The time limit for construction completion is 12 months and begins on the date that the DRB issues written
authorization giving approval to clear. (See Exhibit F). The end date occurs upon the completion and
authorization of the final inspection by the DRB. (See Exhibit J) Any changes, alterations or deletions
require an Application to Modify, along with the established review fee and may be implemented when
the DRB issues the Approval to Modify.

CADD plans are acceptable if the software can accurately draw details at the correct scale relative to the
overall drawing. Frequently, basic CADD software is unable to render correctly scaled details, line values,
and the shading required to adequately present a design concept or solution.

Three-dimensional drawings are not required. Such drawings may be submitted to help explain a
particular design feature or solution, but do not substitute for the required drawings.

The plans should clearly indicate the materials to be used on all elevations. Colors and materials should
be indicated on the plans for all exterior surfaces. Surrounds, headers, sills, foundations, corners, eaves,
rakes, rails, steps, balusters, pickets, and similar exterior details should be consistently detailed on all
elevations. A water table indicator is required at the finished floor level.

The review plans must be original prints. The DRB may refuse to review plans that in its opinion are
confusing or difficult to read due to drafting techniques or poor copies.

VIV. Notice and Disclaimer

In the event, there is an ambiguity or conflict in this outline, DRB Guidelines, and the standards
herein (or with prevailing codes and ordinances, which change from time-to-time), the Declarant or
the Declarant’s designated Agent shall determine what guide or standard prevails.

Further, the architectural review process is an aesthetic review and attempts to ensure compliance
with the Community's Covenants, Conditions, and Restrictions related to design, construction,
alterations, and additions to the home sites. DRB approval does not in any way certify the site
improvements and structures are structurally sound or meet applicable building codes, zoning,
ordinances, and environmental regulations.
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FEES AND ESCROWS

Checks made payable to Collins Creek Landing Owners Association:

DRB Construction & Landscape Completion Escrow $4,000.00
Foundation Deposit $5,000.00
DRB Major Alteration Application Escrow (Construction & Landscape) $4,000.00
* (Major —Roofline or Foundation/footprint changes, including installing pool

DRB Minor Alteration Application Escrow (Construction & Landscape) $1,000.00

If deposits are depleted more than 50% it will be required to refill the deposit, prior to continuing
construction

Checks made payable to Waccamaw Management, LLC, AAMC:

Final DRB Application Fee $1,000.00
Tree Removal Request Fee $ 100.00
Alteration Application — minor $ 50.00
Alteration Application — major * $ 300.00
Construction Sign $ 250.00
Mailbox contact Waccamaw Management for fee Current Market Price N/A

Application to Mow (bush hog) Fee $ 25.00

* Addition to the foundation or to the roofline and pools

The Final DRB Application Fee, DRB Construction & Landscape Completion Escrow and the DRB
Foundation Escrow are due with the Final Application.

Purposes and Use of Escrow Deposits  The Escrow Deposits shall be deposited by the DRB in an

escrow account established by Collins Creek Landing Owners Association, Inc. or the DRB. The Escrow
Deposits may thereafter be used by the DRB for any of the following purposes:

1.

A fee to pay for the cost to repair any damage to the Concrete Curbing/Drainage, Roadways or
Common Areas caused by an Owner or Owner’s builder or subcontractors not repaired by the
responsible Owner, such Owner’s builder or subcontractors in an acceptable manner.

To complete any landscaping shown on the Final Plans for a Lot, which has not been completed
within three (3) months after completion of the residence on such Lot.

To pay for the cost of completing any Improvements so that they are in accordance with the
approved Final Plans if the Owner fails to complete such Improvements.

To pay for the cost of restoring or replacing any trees, other vegetation, grades or other natural
features improperly removed, altered or destroyed by the Owner in violation of these Standards.

To reimburse Collins Creek Landing for Owner’s share of street cleaning costs during
construction, if the Owner does not pay such amounts to Collins Creek Landing in a timely manner
as specified in the Construction Rules.

To reimburse Collins Creek Landing for its cost of cleaning up any significant amount of dirt,
cement, building material, debris, etc., left by the Owner on any street if the same was not
immediately removed by the Owner.
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7. To pay for the cost of enforcing any of the Owner’s other obligations under these Standards.

The DRB shall give an Owner prior notice that it intends to use the Escrow Deposits for a particular
purpose. The Owner shall thereafter have five (5) days from the date of the notice to repair the damage,
complete the landscaping or Improvements, or otherwise perform the work for which the DRB intended
to use the Escrow Deposits, or, if the work cannot be completed during that time, to begin the work and
thereafter diligently pursue it to completion. If the Owner, upon receipt of the notice, shall fail to perform
the work, then the DRB shall thereafter be free to perform it and to use the Escrow Deposits to pay for the
cost thereof. Upon the completion of Improvements and when either the responsible Owner or the DRB
has completed all work, the DRB shall return to the Owner and/or Builder any unused portion of the
Escrow Deposits.

In the event the DRB expends sums on the Owner’s behalf as provided above in excess of the Owner’s
Construction Escrow Deposits, the Owner shall pay the excess to the DRB within twenty (20) days of
notice thereof.

Any and all interest earned on the Escrow Deposits shall be credited to and retained by Collins Creek
Landing Owner’s Association, Inc. for its sole use and benefit.

APPEALING A DRB DECISION

An owner or owner’s agent may disagree with a written DRB decision and request an appeal to
that decision. Following are the appeal procedures:

1. Upon receipt of an DRB decision, the owner may wish to have that decision reconsidered.
The DRB Administrator is available to discuss the decision and the request to reconsider.
The owner is to provide the DRB Administrator with a written request within 30 days of
receiving a specific decision. The request will be placed on the Agenda for the next
scheduled DRB meeting.

2. If the DRB maintains its original decision or offers a modified decision not satisfactory
to the owner, the matter can be forwarded to the Board of Directors of Collins Creek
Landing Community Association, Inc. for consideration. The request must be in writing
and submitted within 30 days of the DRB declining an appeal. Such appeal should be
submitted to the DRB administrator for furtherance to Collins Creek Landing Property
Manager for inclusion on the Agenda of the next scheduled Board of Directors meeting.
Their decision will be final and there is no opportunity for further appeal.
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EXHIBIT A - CONCEPTUAL REVIEW APPLICATION Page 1of 1

THE COLLINS CREEK LANDING DESIGN REVIEW BOARD

Lot Number:

Owner:

Phase Number:

Date Submitted:

Address:

Telephone: (Day)

Architect/Design Professional:

Address:

(Evening/Weekend)

Telephone:

Contractor:

Fax:

Address:

Telephone:

Mobile:

Landscape Architect/
Design Professional:

Fax:

Pager:

Address:

Telephone:

Fax:

Please attach sketches, photographs, color samples and/or any other information and
specifications regarding your proposed home. A preliminary site plan is also extremely helpful.

For Office Use:

Comments:
Approve Disapprove Conditional Approval
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EXHIBIT B - FINAL REVIEW APPLICATION Page 1 of 4

APPLICATION FOR RESIDENTIAL CONSTRUCTION
COLLINS CREEK LANDING OF PRINCE CREEK

Plans are not accepted for final review without a completed application and applicable fees

Lot Number: Phase Number: Date Submitted:

Street Address (if known):

Owner:

Email: Telephone:

Address:

Telephone: (Evening/Weekend)

Architect; Email:

Address:

Telephone: Fax:

Contractor: License Number:

Address:

Telephone: Fax: Email:

Mobile: Pager:

For Office Use:
Contractor Rules Form Landscape Plans & Design Questionnaire
Check For Fees and Deposits Samples
House Plans & Application Roofing
Site Plans Siding
Survey (& Tree Survey) Trim

Comments:

Collins Creek Landing Architectural and Landscape Design Standards Page | 21
Effective 1/1/2024



Page 2 of 4
APPOINTMENT OF AGENT FOR PROPERTY OWNER:

The above Owner of the subject property hereby appoints to represent Owner in the submission of residential
plans and specifications to the Collins Creek Landing Architectural Board and to represent Owner in discussions and negotiations with the Board on all
matters related to the design, construction, materials, colors, landscaping and other similar matters related to an Approval to Construct.

DRB DESIGN CERTIFICATION

(To be completed by an S.C. state licensed Architect or designer of proposed residence)

Date:

Lot: Phase:

Owner’s Name:

Architect/Designer Name:

Landscape Designer Name:

Square Footage: (See General Statement)
Heated Area: First Floor - Second Floor -
Porches: First Floor - Second Floor -
Decks or Patios:

Garage:

Total Heated Square Footage:
Total Square Footage:

Foundation:

Crawl Space: (first floor elevation)
Elevated Slab: (first floor elevation)
Site Grade:  (finished elevation)

Explain:

Exterior Materials:

Siding and/or Wall Finish: Material: /Mortar Style
Color:
Trim: Material: Color:
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Page 30f4

Roofing: Material:
Color: Metal Color:

Doors: Material:
Color: Design:

Paving: (walkway, patio,
drive) Material:
Color:

Decks/Railing: Material:
Color:

Windows: Material:
Color:

Garage Doors: Material:
Color:

Shutters: Material:
Color:

Chimney: Material:

Color:
Other: Exterior Light Fixtures: /Cut Sheet
Accessory Structures:
HVAC: /Screening Material

ADJACENT HOME COLORS WITHIN 3 LOT RADIUS
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Page 4 of 4

I certify that the above information has been completed correctly to the best of my knowledge and
complies with the community guidelines and design standards. | understand that any changes to
colors and/or materials will have to be submitted with a Minor Change Application for review by
the DRB.

Property Owner

Signature:

Date:

Name:

Address:

Telephone:

Architect/Designer

Signature:

Date:

Name:

Address:

Telephone:

General Contractor

Signature:

Date:

Name:

Address:

Telephone:
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EXHIBITC

PLANT RECOMMENDATIONS

TREES:

COMMON NAME

BOTANICAL NAME

AMERICAN HOLLY

ILEX OPACA

BALD CYPRESS TAXODIUM DISTICHUM
BERMUDA PALMETTO SABAL BERMUDIANA
BLACK LOCUST ROBINIA PSEUDOACACIA
CAMPHOR TREE CINNAMOMUM CAMPHORA

CANARY ISLAND DATE PALM

PHOENIX CANARIENSIS

CHERRY LAUREL

PRUNUS CAROLINIANA

CHINESE FRINGE TREE

LOROPETALUM CHINESE

CREPE MYRTLE

LAGERSTROEMIA INDICA

CYPRESS VARIETIES

CUPRESSUS VAR.

DESERT FAN PALM

WASHINGTONIA FILIFERA

EASTERN RED CEDAR

JUNIPERUS VIRGINIANA

EASTERN REDBUD

CERCIS CANADENSIS

FLOWERING DOGWOOD

CORNUS FLORIDA

GINGKO GINGKO BILOBA
CAROLINA SILVER BELL HALESIA

LIVE OAK QUERCUS VIRGINIANA
LOBLOLLY BAY GORDONIA LASIANTHUS

LOBLOLLY PINE

PINUS TAEDA

MEXICAN PALMETTO

SABAL MEXICANA

MIMOSA ALBIZIA JULIBRISSIN
PECAN CARYA ILLINOENSIS
PINDO PALM BUTIA CAPITATA

RED BUCKEYE

AESCULUS PAVIA

RED MAPLE (October glory, Autumn flame, autumn radiance)

ACER RUBRUM

RIVER BIRCH BETULA NIGRA

SABAL PALM SABAL PALMETTO

SAGO PALM CYCAS REVOLUTA
SASSAFRASS SASSAFRAS ALBIDUM
SOURWOOD OXYDENDRUM ARBORETUM

SOUTHERN MAGNOLIA

MAGNOLIA VIRGINIANA

SOUTHERN SUGAR MAPLE

ACER BARBATUM

SUMAC RHUS TYPHINA

SWEET GUM LIQUIDAMBAR STYRACIFLUA
SWEET BAY MAGNOLIA MAGNOLIA VIRGINIANA
SYCAMORE PLATANUS ACERIFOLIA
TULIP POPLAR LIRIODENDRON TULIPFERA
CHASTE TREE VITEX AGNUS-CASTUS

WAX MYRTLE MYRICA CERIFERA

WASHINGTONIA PALM

WASHINGTONIA ROBUSTA

WEEPING WILLOW

SALIX BABYLONICA

WEEPING YAUPON HOLLY

ILEX VOMITORIA “PENDULA”

WATER OAK

QUERCUS NIGRA

WINDMILL FAN PALM

TRACHYCARPUS FORTUNEII
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SHRUBS:

COMMON NAME

BOTANICAL NAME

ANISE ILLICIUM VARIETIES

ASPIDISTRA ASPIDISTRA ELATIOR PHYLLOSTACHYS
BAMBOO VARIETIES (running types)

BARBERRY BERBERIS THUNBERGI|I
BEAUTYBERRY CALLICARPA

BEAUTYBUSH KOLKWITZIA AMABILIS
BOTTLEBRUSH CALLISTEMON

BOXWOOD BUXUS

BUTTERFLY BUSH BUDDLEIA

CAMELIA CAMELIA JAPONICA & SASANQUA
CLEYERA CLEYERA JAPONICA

CORAL BEAN ERYTHRINA BIDWILLII
COTONEASTER COTONEASTER VARIETIES
ELEAGNUS ELEAGNUS

EUCALYPTUS EUCALYPTUS

EUNONYMUS EUNONYMUS

FLOWERING QUINCE

CHAENOMELES SPECIOSA

FORSYTHIA VARIETIES

FORSYTHIA SPECIES

GARDENIA VARIETIES

GARDENIA SPECIES

GEORGE TABOR AZALEAS SOUTHERN INDICA hybrid azalea
HOLLY VARIETIES ILEX SPECIES
HOLLY FERN CYRTOMIUM FALCATUM

HYDRANGEA VARIETIES

HYDRANGEA SPECIES

JAPANESE KERRIA

KERRIA JAPONICA

JUNIPER VARIETIES

JUNIPERUS SPECIES

LANTANA VARIETIES

LANTANA SPECIES

LIGUSTRUM VARIETIES

LIGUSTRUM VARIETIES

MAHONIA MAHONIA BEALEI & AQUIFOLIUM
MEDITERRANEAN FAN PALM CHAMAEROPS HUMILIS

MYRTLE MYRTUS COMMUNIS

NANDINA NANDINA DOMESTICA

NEEDLE PALM RAPIDIOPHYLLUM HYSTRIX
OLEANDER NERIUM OLEANDER

PINEAPPLE GUAVA FEIJOA SELLOWIANA
PODOCARPUS PODOCAROUS MACROPHYLLA
PYRACANTHA PYRACANTHA

REDTIP PHOTINA

PHOTINIA FRASERII

RICE PAPER PLANT

TETRAPANAX PAPYRIFERUS

SAW PALMETTO SERENOA REPENS
SERISSA SERISSA FOETIDA
SPIREA VAR. SPIREA SPECIES

TEA OLIVE OSMANTHUS FRAGRANS
TEXAS SAGE SALVIA COCCINEA
VIBURNUM VAR. VIBURNUM VARIETIES
WITCH HAZEL HAMMAELIS

YUCCA VARIETIES

YUCCA SPECIES
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GROUNDCOVERS, PERENNIALS, GRASSES , ANNUALS & VINES:

AFRICAN IRIS (DIETES)
AGERATUM
ASPARAGUS FERN
ASIAN JASMINE
AZTEC GRASS
BUTTERFLY WEED
BOG SAGE (SALVIA ULIGINOSA)
CALIFORNIA POPPY
CAROLINA JESSAMINE
CHRYSANTHEMUM
CLEMATIS
COLUMBINE

COMMON FIG
CONEFLOWER
CREEPING FIG
CRINUM LILIES
DAFFODIL

ECHINACEA

ENGLISH IVY
EVERGREEN GIANT LIRIOPE
FOUNTAIN GRASS
GAZANIA

GERANIUM

HIBISCUS COCCINEA (TEXAS STAR)

HELIANTHUS ANGUSTIFOLIA
HIDDEN GINGER (CURCUMA)
HOLLYHOCK

IMPATIENS

IRIS

LENTEN ROSE

MAIDEN GRASS

MARIGOLD

MEXICAN PETUNIA (R. BRITTOLIA)
MORNING GLORY

NEOPOLITAN ONION (ALLLIUM)
N. SEA OATS (CHAS. LATTIFOLIA)
PAMPAS GRASS

PETUNIA

PHYTOSTEGIA

PINKS

RAIN LILY

ROSEMARY

SALVIA LEUCANTHA
SNAPDRAGON

SPIDER LILY

SUNFLOWER

SWEET ALYSSUM

TRUMPET VINE

UMBRELLA GRASS (C. ALTERNIFLORIS)

VERBENA

VIRGINIA SPRAY (0. NARBONESE)
YARROW

ZINNIA
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EXHIBITD

CONSTRUCTION RULES FOR ALL OWNERS
AND CONTRACTORS AT COLLINS CREEK LANDING

1. Applicability. These Construction Rules for All Owners and Contractors at Collins Creek
Landing (“Rules”) shall apply to all Lot Owners and builders, and any reference herein to an
Owner shall also apply to the Owner’s builder and subcontractors. While at all Owners shall
abide by these Rules and such other rules as the Collins Creek Landing Association Board
and/or the DRB may establish from time to time.

2. Construction Hours and Noise. All construction activities must be conducted and all
deliveries must be made within the following work day/hours: Monday through Friday 7:00
a.m. until 7:00 p.m.; Saturday 8:00 a.m. through 5:00 p.m.; Sunday 9:00 a.m. through 5:00
p.m. “Quiet Work” Only. No work or deliveries to be conducted on the following Holidays:
New Year’s Day, Easter, July 4", Thanksgiving, Christmas. Any construction activities
conducted or access to after these hours must be scheduled with the DRB twenty-four (24)
hours in advance. No loud radios or distracting noises will be permitted during construction.

3. Rubbish and Debris. In order to maintain a neat and orderly appearance at all times
throughout Collins Creek Landing, the following rubbish and debris rules must be strictly
followed:

3.1. Domestic Refuse. At least one (1) trash container must be located at all times
inside each residence under construction. All domestic refuse such as food scraps
and packaging, cups, plates, napkins and similar items which at any time exist in
the residence or on the Lot must be placed in the trash container. The trash
container shall be emptied regularly and its contents properly disposed of off the
Lot and outside of

3.2. Interior Construction Debris. All parties are strongly encouraged to frequently
clean up and remove rubbish and construction debris located within the walls of
a residence.

3.3.  Exterior Construction Debris. With regard to all construction debris located on
a Lot outside the walls of a residence, the following rules shall apply:

Q) By the end of each day on which work occurs on the Lot, all lightweight
construction debris such as roofing paper, insulation bags, foam sheathing,
polyethylene, etc., must be placed in a steel dumpster unit provided by a trash
disposal company and located on the Lot (or, if the contractor is simultaneously
working on an adjacent Lot, then a dumpster unit shared by the two Lots);
(i)  Bythe end of the day each Friday, all non-blowable construction debris
such as wood scraps, shingles, brickbands, drywall, bricks, and masonry blocks
must be gathered and placed in the steel dumpster; and

Collins Creek Landing Architectural and Landscape Design Standards
Page | 29
Effective 1/1/2024



(iii)  The steel dumpster must be emptied and the debris hauled away on an
as-needed basis and before it is filled to overflowing.

Within the last three- (3) days of every month, all debris must be taken off the
Lot and out of Collins Creek Landing, leaving the Lot free of all debris.

3.4. No Burning or Burial. Burning or burial of construction debris or vegetation is
prohibited.

4. Excess Natural Materials. Excess plant matter, rock, topsoil and similar materials (other
than muck or clay unsuitable for construction material and trees properly removed during
initial site clearing) must be offered first to Collins Creek Landing Association, prior to their
removal from and may not be removed from Collins Creek Landing without the prior approval
of Collins Creek Landing Association.

5. Street Cleaning. During construction, streets affected by the construction must be swept
and cleaned on a weekly basis.

6. Silt Fences. Silt fences and/or other devices for sedimentation control shall be installed
on all sides of the lot. In addition to silt fencing, orange barricade fencing is required along
any wetlands or buffer lines that are restricted from clearing. All fencing must be maintained
throughout construction.

7. Materials Storage. No construction materials, equipment or debris of any kind may be
stored on any street, curb, sidewalk or area between streets and sidewalks, on any adjacent
Lots or otherwise than in the locations approved of by the DRB.

8. Trailers. No construction office trailers may be placed, erected or allowed to remain on
any Lot or in any other area in Collins Creek Landing, except as approved in writing by the
ARB.

9. Construction Access. During the time a residence or other Improvements are being built,
all construction access shall be confined to the approved driveway for the Lot unless the ARB
approves an alternative access way.

10. Gravel Drives. Prior to commencement of construction on any Lot, the Owner contractor
shall provide at the approved driveway location a gravel drive with a minimum of five (5)
inches of #5 crushed stone base from the paved street to the house under construction.

11. Parking. All vehicles must be parked so as not to impede traffic or damage vegetation.
No vehicles (trucks, vans, cars, trailers, construction equipment, etc.) may be left parked on
any streets within Collins Creek Landing overnight. Construction vehicles may be left on a
Lot overnight only if additional use of the vehicle will be made within the following three (3)
days.

12. Miscellaneous Practices. The following practices are prohibited at
1. Changing oil of any vehicle or equipment;
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2. Allowing concrete suppliers and contractors to clean their equipment other
than at locations, if any, designated for that purpose by the DRB,;

3. Carrying and/or discharging any type of firearms, except by law enforcement
officials and security personnel authorized in writing by

4. Careless and thoughtless disposition of cigarettes and other flammable
material.

13. Pets. Builder and contractor personnel may not bring pets onto the property.

14. Common Areas. Except with the prior written permission of the DRB, Builder and
contractor personnel are not allowed in the common areas or amenity areas and no
construction access will be allowed across the common areas or amenity areas.

15. Accidents. The Collins Creek Landing Association shall be notified immediately of any
accidents, injuries or other emergency occurrences. Subsequent to a 911 or other emergency
calls, Collins Creek Landing Association should be notified at their office in writing.

16. Portable Chemical Toilets. An enclosed and regularly serviced portable chemical toilet
must be provided at each residence under construction, in as inconspicuous a location as
possible.

17. Speed Limits. All vehicles must obey the established speed limit within Collins Creek
Landing. Individuals violating speed limits may be cited by the Collins Creek Landing
Association.

18. Property Damage. Any damage to streets and curbs, drainage inlets, streetlights, street
markers, mailboxes, walls, fences, etc. will be repaired by the Collins Creek Landing
Association and the cost of such repairs will be billed to the responsible Owner. If not paid
promptly, the repair cost will be deducted from the Landscape/Construction Escrow Deposit.
If the Landscape/Construction Escrow Deposit is not sufficient to cover the entire repair cost,
the additional amount will be charged to and promptly paid by the Owner. If any telephone,
cable T.V., electrical, water or other utility lines are cut, the party causing such damage shall
(1) report the matter within thirty (30) minutes to personnel at the Collins Creek Landing
Association office and at the respective utility company and (2) bear any cost incurred in
connection with repairing such damage.

19. Failure to Abide. Failure to abide by any of the above rules may result in the loss of a
contractor’s privilege to enter Collins Creek Landing on a temporary or permanent basis.

20. Take Photos of existing pavement and concrete curb conditions. Provide photos taken up
close and further away to place on file for future reference. Damages incurred during
construction will require replacement.

21. Final Inspection Request. A checklist is provided that shows what is required to be
completed before inspection. If an additional visit is required a $200.00 fee will be deducted
from the deposit.

Collins Creek Landing Architectural and Landscape Design Standards
Page | 31
Effective 1/1/2024



EXHIBIT D
GENERAL CONTRACTOR/CONSTRUCTION SITE RULES

Please remember that you, as a contractor, are a guest of the Collins Creek Landing of Prince
Creek. We ask that you conduct yourself with good manners and require the same of your
subcontractors and suppliers.

1)
2)

3)

4)

5)

6)

7)

8)
9)

All contractors, subcontractors, and suppliers must obtain a pass from the guardhouse.

The speed limit inside the community is 25 MPH. Please inform all subcontractors
and suppliers of this speed limit.

Access is allowed only to the properties where you are currently working. Contractors
are not allowed to use any of the facilities of the community including lakes, pools,
ramps, and boating/docking and/or wildlife areas.

Do not feed or molest alligators — maximum fine is $200.00. If you have a nuisance
alligator at your job site please contact Waccamaw Management immediately and they
will contact the Wildlife Department.

Construction site must be kept clear of trash at all times. Dumpsters are mandatory on
site at all times during the construction process. Loose trash that may be scattered by
wind must be contained.

Construction site must be cleared of construction debris and policed before the crew
leaves each day.

Construction site signage is not permitted without approval of the DRB. One approved
sign may be placed on each site. Signs must be removed when the Certificate of
Occupancy for the home is issued.

Street right-of-ways are not to be used for storage of materials or parking.

All portable toilets are to be located a minimum of 35 feet from the curb line. The
toilets must be screened as much as possible from the street and/or adjacent neighbors.

10) Parking must be contained to the construction site. If that is impossible, please contact

the DRB office for a designated parking location.

11) Walking, bike and golf cart paths must be kept clear, clean and unobstructed at all

times.

12) Radio noise must be kept to a minimum.

13) Hurricane Preparation (after a Hurricane Warning has been issued)

- Remove dumpsters from the worksite

- Remove portable toilets from work site

- Secure all materials and equipment which cannot be removed from the
worksite

- Be prepared to leave when evacuation orders are given

14) After storm clean-up Page 1 of 2
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- Each contractor is responsible for clean-up of his work site including
neighboring lots where trash and materials might have been blown by the wind.

- After an evacuation, you must contact Waccamaw Management for an
emergency pass to enter the property.

15) Silt fencing is required adjacent to all side lot lines, wetlands, ponds, and lake edges

16) Contractor work hours:
- Monday through Friday 7:00 a.m. until 7:00 p.m.
- Saturday 8:00 a.m. through 5:00 p.m.
- Sunday 9:00 a.m. through 5:00 p.m. “Quiet Work” Only.

* No work or deliveries to be conducted on the following Holidays: New Year’s Day,
Easter, July 4", Thanksgiving, Christmas.

17) No Burning on Site.

Failure to abide by these rules will result in fines according to Exhibit E

These fines will be levied against the construction deposit for each property.

The Owner of the property is ultimately responsible for the actions of his or her contractor
with respect to the construction of the owner’s residence. Should the contractor be in violation
of any of these rules, the property owner will be contacted immediately for his assistance in
bringing the construction site into compliance.

| have read and understand the above rules for Collins Creek Landing of Prince Creek. |
understand that | am responsible for the actions of my General Contractor, his subcontractors
and vendors.

Signature of Property Owner Date

| have read and understand the above rules for Collins Creek Landing of Prince Creek. | will
also make sure that my subcontractors and vendors are aware of the Community Association
rules.

Signature of General Contractor Date

Page 2 of 2
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EXHIBITD

OWNERS AGREEMENT WITH
BUILDING CONTRACTOR

RESPECTIVE TO CONSTRUCTION RULES

This acknowledges that I am the Owner of Lot in Collins
Creek Landing and is my Builder/Contractor for my
house. By affixing our signatures below, we agree to all the Rules as defined in Exhibit D to
the Collins Creek Landing Architectural, Construction Management, Landscaping Design,
and Environmental Standards. We will ensure that the rules are followed by all parties (i.e.,
owner, builder, sub-contractors, etc.)” working within Collins Creek Landing. Failure to abide
by any of the above rules may result in the loss of a contractor’s privilege to enter Collins
Creek Landing on a temporary or permanent basis.

Dated:

Owner
Signature:

Dated:

Builder
Signature:

Title:
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EXHIBIT E

DRB ENFORCEMENT FEE SCHEDULE
Effective July 1, 2008

Failure to abide by these rules will result in the following actions:

1. Nonconforming Job Sign (after warning}.......cccccecvevviieeieiiiie e $100.00 Day
2. Unauthorized Tree Removal During Site Clearing or Construction (fee & replacement) In
addition t0 MItIGALION..........coviiiriiie e $5,000.00 per tree
Damage to community property natural areas (if not repaired) up to $500.00 per Occurrence.
Vehicles parked on adjacent property (After prior warning)..........cccoceeevevvervennnn $100.00/Day
Unauthorized Minor Site/Building Plan Change............cccovieiiiiinniieienenies $250.00
Unauthorized Major Site/Building Plan Change (Sitting of House. Total Height, Roof
and Wall Changes or Other Major Changes, as Determined by the DRB)........... $5,000.00
7. Poorly Maintained Improved Property (property with existing structures per first 90

days, then monthly thereafter):

ok w

a) Exterior of bUilding.........ccoooviiiiiicicee e $500.00
b) Lawn, landscaping & natural areas.............ccocevverereierieeeiisesese e $500.00
8. Damage to roadways not repaired after 10 days.........c.cocerereiereienienennenn up to $500.00/Day

9. Other miscellaneous violations after prior warning: (Littered construction site; Dumpster or
materials on the right of way; Materials on the adjacent property: Overflowing dumpster;
Failure to use gravel at curb cut, no tree protection, no barricades or silt
fencing).........oooiiii .2 UP 10 $100.00/Day or Occurrence

10. Other violations of Requirements and Procedures (after warning) ................... $100.00/Day

NOTE: Fees are due upon Notice. Late payments are subject to interest and escrows are not
refunded until all fines are paid in full. These fines will be levied against the construction deposit
for each property.

Should the Management Company be forced to clean up a job site or contract with another firm to
have a site cleaned up, the Contractor will be charged $500.00 for the cleanup fee.

The Owner of the property is ultimately responsible for the actions of his or her contractor with
respect to the construction of the owner’s residence. Should the contractor be in violation of any of
these rules, the property owner will be contacted immediately for his assistance in bringing the
construction site into compliance.

I have read and understand the above rules for Collins Creek Landing of Prince Creek. | also
understand that | am responsible for the actions of my General Contractor, his subcontractors, and
vendors.

Signature of Property Owner Date

I have read and understand the above rules for Collins Creek Landing of Prince Creek. | will also
make sure that my subcontractors and vendors are aware of the Community Association rules.

Signature of General Contractor Date
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EXHIBIT F
Collins Creek Landing
DESIGN REVIEW BOARD
General Guidelines
Preparing a lot for DRB Review / Approval to clear
Prior to clearing a property or beginning construction activities, a representative from the
ARB must visit the site and confirm the property is properly identified and approve tagged
trees for removal. Prior to clearing, you must receive written authorization from the DRB

Administrator.

The following list should be accomplished prior to clearing of home site:

1. Formal approval for architectural plans, site plans, colors, etc. by Collins Creek DRB

2. Stake front and rear corners of the lot. Pull string down sides and back of lot connecting to
property stakes.

Stake corners of the home and pull string around the footprint of the home

Stake and pull string to mark any and all wetlands and buffers

Identify trees to be removed (+6" diameter) with blue surveyors tape

Remove any other surveyors tape from trees.

Install orange construction barricade and silt fencing along any wetlands or buffers that are
not to be disturbed.

8. Call DRB administrator to request a site inspection. (843)237-9551.

Noupkw

*Note. Trees require that area around the base of the tree remain undisturbed to promote the
overall health of the tree. Please speak with site clearing contractor to leave a minimum of 10’

around tree undisturbed, unless it affects driveway or home.

The following should be accomplished after site clearing but before starting vertical construction of
the home:
1. Install silt fence on all 4 sides of the lot
Install gravel driveway
Install tree protection (2x4 posts and 2x4 Top rail)
Confirm that wetland and/or buffer barricades are intact.
Install building pad to ensure proper drainage to points of the outfall, as well as drainage
away from home.
6. Ensure pad is constructed so that minimum finished floor elevation of 36" can be achieved.

vk wnN

NOTE: The tree canopy, including pine trees, is considered and important community
asset; therefore, tree removal is to be minimized. Clearing shall be limited to within
approximately 10 feet of the house foundation and in the driveway.

*Unauthorized tree removal is subject to a fine of up to $5000 per tree.*

(6/16/15 bcp)
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EXHIBIT G

COLLINS CREEK LANDING
Construction Site Signage Form

Homebuilder or general contractor signature signs will be allowed if the sign meets the
following standards:

1. Location must be a minimum of 10°feet behind the front lot line. Additional
signage thatis Visible from the street, adjacent lots or golf course are not
permitted. No signs may be nailed or otherwise attached to trees.

2. Real Estate "For Sale" signs are not permitted without approval.

Sign Information

Complete (Please print)

Location: Lot #

Street

Owner:

Designer:

Landscape Designer:

Builder:

Sign will be installed within five (5) working days. The total cost is 250.00.

Please make check payable to Waccamaw Management

Collins Creek Landing Architectural and Landscape Design Standards
Page | 37
Effective 1/1/2024



EXHIBIT H

COLLINS CREEK LANDING
TRUST FUND AGREEMENT

Under South Carolina Law, your construction and landscape deposits
belong to you until you complete your construction on your home and
receive DRB completion approval.

South Carolina Real Estate Commission Regulation 105-21 provides
for the placement of Trust Funds in an interest-bearing account. The
Bookkeeping problems involved in calculation daily interest for you
make it prohibitive to pay you the interest on such deposits. This form
authorizes the bank to pay interest to us; on our Trust Account Funds.

I, the Undersigned, understand that the construction and landscape
deposits placed with Collins Creek Landing/DRB account for the
purpose of building a home belongs to me, and as an owner of the
funds, any interest earned shall accrue to my benefit. However, | the
Undersigned, agree that all interest income from this deposit to the
date of DRB Final Completion Approval or in the event of forfeiture
shall accrue to Collins Creek Landing/DRB account.

Signature Date

EXHIBIT I
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COLLINS CREEK LANDING
Finished Floor Verification Statement

This acknowledges that the builder/contractor of Lot verifies that the foundation
meets the DRB requirements of a 36” minimum height from finished grade to finished floor
and is at least 5 blocks high. If these requirements are not met, a forfeiture of the foundation
deposit will occur.

The following documents have been submitted:

1. A foundation survey that notes the existing grades, proposed finished grades, and
finished floor height.

2. A front elevation that highlights the finished floor to finished grade elevations as
shown on the foundation survey.

3. A photograph of the foundation at the front elevation.

Dated:

Builder
Signature:

Title:

Exhibit J
Collins Creek Landing
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Request for Final Design Review Board Inspection
(MUST BE COMPLETED WITHIN 12 MONTHS)

Date:

Collins Creek Landing ARB
Waccamaw Management, LLC
41 Maintenance Road
Pawleys Island, SC 39585

REF:

owner / contractor telephone no.

(Address for refund)

Property to Inspect:
Lot: Phase:

This letter is a notification that the construction on reference property is complete and the
project is in full compliance with the Collins Creek Architectural Guidelines. | verify that to
the best of my knowledge the construction adhered to the tree survey, site plan,
construction drawings (elevations), colors, exterior building materials and landscape plan as
approved by the DRB. All exterior features are installed or in-place. Storm drainage has

been directed to appropriate points of outfall. All fees, escrows and nonconforming fines
have been paid.

The dumpster, surplus building materials, temporary utility service pole, debris, portable
toilet, concrete forms, construction signage, silt fencing, and construction equipment have
been removed from the property. The street has been swept clean and all silt removed.

The property will be ready for a Final Inspection on for refund of
construction and landscape escrows. date

Signature of Owner date

Signature of Builder date

NOTE* Deposit will not be released until all deposit requirements are met.
COLLINS CREEK LANDING
Final Design Review Board Inspection
Date:
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Elevations Match DWG.

36 Inch First Floor Elevation

Four Steps — Front Porch

Railings at Steps

Gable Vents

Soffit Material

Fascia Material

Color — Roof

Color — Roof Penetrations

Color — Electric Meter Base
Color - Siding

Color — Trim

Color — Front Door
Front Door Design

Shutters

Exterior Lighting

Chimney

Cupola

HVAC Brick Lattice Screen — 54" Inches Tall
15 foot Natural Buffer — Golf Course
PVC sewer clean-out at ground level
Roof Penetrations - Painted
Irrigation System

Landscaped To Plan

Storm Drainage to Outfall

Garage Doors — Vegetative Screening
Fence installed as approved
Swimming Pool to Plan

Removed — Construction Sign
Removed — Toilet

Removed — Dumpster

Removed - Building Materials
Removed — Debris

Removed — Temporary Service Pole
Removed - Silt Fence, Property Stakes, etc.
Street Swept Clean

o
[ S Iy Ny Iy Iy Ay Iy Iy Iy Ny Ny Iy Sy [y Ny Iy D|X

|Z
OO0 0000000000000 0000000000000O0O0O0OOOoO OO o>

ISSUES:

Collins Creek Landing Lot Mowing/Underbrushing
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Lot # o Approved o Not approved

e No trees 4” or more in diameter are permitted to be removed. Any
ornamental or flowering trees are not to be removed or cut at any
size. Also, be sure to stay out of any vegetative or wetland buffer
areas.

e The contractor must flag and silt fence the wetland buffer before
under brushing begins.

| would like to underbrush/mow my lot. My check made payable
to Collins Creek Landing for $25.00 is enclosed.

Name:

Lot Number: Address:

Mailing Address:

Phone Number:

Email:

Signature: Date:

Please return this completed form in one of the following ways:

1.) Scan and e-mail: deel@waccamawmanagement.com
2.) Fax: Attn: Dee Lacerte; 843-237-1034

3.) Mail: Collins Creek Landing, PO Box 2308, Pawleys Island, SC 29585
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COLLINS CREEK LANDING MAJOR CHANGE APPLICATION
ARCHITECTURAL REVIEW BOARD

Date: Lot number:

Owner’s name:

Address:
Email: Telephone:

Owner’s address:

Description of requested change:

Reason for change:

(Please attach sketch/specifications of proposed change)

Owner’s Signature: Date:

ARB USE:

[10n-Site Inspection Conducted

Inspected By: Date:

LJAPPROVED [LICONDITIONAL APPROVAL [IDISAPPROVED

Conditions:

I understand and approve of this change:

Signed:
1) Date:
2) Date:
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COLLINS CREEK LANDING MINOR CHANGE APPLICATION
ARCHITECTURAL REVIEW BOARD

Date: Lot number:

Owner’s name:

Owner’s address:

Email: Telephone:

Description of requested change:

Reason for change:

(Please attach sketch/specifications of proposed change)

Owner’s Signature:

ARB USE:

[1On-Site Inspection Conducted

Inspected By: Date:
LJAPPROVED [IDISAPPROVED [JCONDITIONAL APPROVAL
Conditions:

I understand and approve of this change:

Signed:
1) Date:
2) Date:
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Collins Creek Landing
Architectural Design Review Board (DRB)

Tree Removal Guidelines

The existing trees in Collins Creek landing are a prized natural amenity, which add
value to the community in a multitude of ways. The developer has exercised care to
retain many of the trees, including pines, in the design of the land plan. No tree
may be cut or removed on any lot unless first approved in writing by the DRB.
Failure to comply will result in fines and required mitigation, which will be legally
enforced through the community governing documents.

Please note that Georgetown County has a tree ordinance in effect, and approval
by the DRB does not relieve homeowners of need to gain approval under county
guidelines. It is the homeowner’s responsibility to gain county approval for tree
removal from the county as well, only after they have received approval from the
DRB. Fines may be imposed by the county and the DRB should unapproved
removal occur. Currently Pine Trees are not protected by Georgetown County, but
approval by the DRB will still be required, and may be denied.

In the event that there is a disagreement between the DRB and the homeowner,
and arborist report may be necessary to be obtained by the homeowner. The ARB
requires that an arborist that is a Member in good standing with the American
Society of Consulting Arborist (ASCA) who have been TRAQ qualified for at least
three years. (Tree Risk Assessment Qualification)

Two local companies that meet this requirement are Georgetown Tree Service, and
Total Tree Care. Additional options with these qualifications may be found at:
www.TreesAreGood.org.

Procedure to request approval to remove a tree:
1) Complete Tree removal request along with check
2) Mark trees on survey as described below
3) Mark Trees on site as described below

Recommended Submittal

1. Using the Tree Survey or As Built Survey that was part of the original
construction package, marked by circling the trees proposed to remove.
Trees previously approved to be removed either during construction process,
or previous approved tree removals should also be noted with an “X” through

the tree

2. Identify each tree by tying a bright surveyor ribbon around the trunk of the
tree.

3. Prepare a written description on reason to remove each proposed tree.
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4, Send a written request including the Tree Survey and descriptions to either
the DRB Administrator or the Property Manager.

Alternate Submittal

1. Prepare a sketch of the property showing location of the house and driveway,
property boundaries and all existing trees over 4” diameter — measured 4 feet
above grade. The sketch must be neat, clear and to reasonable scale.

Circle the trees proposed to remove.

2. ldentify each tree with a bright surveyor ribbon as described above.

3. Prepare a written description on reason to remove each proposed tree.

4. Send a written request to either the DRB Administrator or Property Manager.

Address to submit the above for review:
Collins Creek Landing
Attn: DRB
PO Box 2308
Pawleys Island, SC 29585

Following a site visit by a member of the DRB, a letter will be emailed to the
property owner with the final decision.

DO NOT REMOVE TREES WITHOUT WRITTEN APPROVAL
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Collins Creek Landing Tree Removal Request

o Approved o Not approved

Please review Tree Removal Guidelines before submission of request.

o Check for $100 Payable to Collins Creek Landing

o Plat of property marked as described in Tree removal
Guidelines

o Trees marked on site as described in Tree Removal
Guidelines

Number of trees requested to be removed:

Reason(s):

Photos & Arborist Report if Required from TRAQ (Tree Risk Assessment Qualified)
Lot #:
Name(s):

Address of property:

Phone Number:

Email:

Signature: Date:

Please return this completed form in one of the following ways:

1. Scan and e-mail: deel@waccamawmanagement.com
2. Fax: Attn: Dee Lacerte; 843-237-1034

3. Mail: Collins Creek Landing, PO Box 2308, Pawleys Island, SC 29585
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